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CIRCUIT BREAKER DATA 

 

Luminaire Family: ELLE  

Sub-families: Suspended Opal 
Suspended Delta 
Suspended Beta-Opti 

 
Applicable Model Range: 
 

EL-ELLP-1048-244 
EL-ELLP-1049-244 
EL-ELLP-1050-244 
EL-ELLP-1051-244 
EL-ELLP-1052-244 
EL-ELLP-1053-244 
EL-ELLP-1054-244 
EL-ELLP-1055-244 
EL-ELLP-1056-244 
EL-ELLP-1057-244 
EL-ELLP-1058-244 
EL-ELLP-1059-244 

EL-ELLP-1060-244 
EL-ELLP-1061-244 
EL-ELLP-1062-244 
EL-ELLP-1063-244 
EL-ELLP-1064-244 
EL-ELLP-1065-244 
EL-ELLP-1114-244 
EL-ELLP-1115-244 
EL-ELLP-1116-244 
EL-ELLP-1117-244 
EL-ELLP-1118-244 
EL-ELLP-1119-244 

EL-ELLP-1120-244 
EL-ELLP-1121-244 
EL-ELLP-1122-244 
EL-ELLP-1123-244 
EL-ELLP-1124-244 
EL-ELLP-1125-244 
EL-ELLP-1126-244 
EL-ELLP-1127-244 
EL-ELLP-1128-244 
EL-ELLP-1129-244 
EL-ELLP-1130-244 
EL-ELLP-1131-244 

 

 

IMPORTANT: 

• The above are maximum quantities calculated based on the inrush current and provided as a guide only.  

• DO NOT exceed the maximum rated continuous current of the circuit breaker. 

• Information about the tripping characteristics of a specific circuit breaker must be requested from the circuit breaker manufacturer! 

• Actual values may differ depending on the specific circuit breaker type(s) used and the installation environment such as the cable 

size, length, safety buffer, etc. 
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Luminaire Family: ELLE  

Sub-families: Suspended Opal 
Suspended Delta 
Suspended Beta-Opti 

Applicable Model Range: 

EL-ELLP-1000-244 
EL-ELLP-1001-244 
EL-ELLP-1002-244 
EL-ELLP-1003-244 
EL-ELLP-1004-244 
EL-ELLP-1005-244 
EL-ELLP-1006-244 
EL-ELLP-1007-244 
EL-ELLP-1008-244 
EL-ELLP-1009-244 
EL-ELLP-1010-244 
EL-ELLP-1011-244 
EL-ELLP-1012-244 
EL-ELLP-1013-244 
EL-ELLP-1014-244 
EL-ELLP-1015-244 
EL-ELLP-1016-244 
EL-ELLP-1017-244 
EL-ELLP-1018-244 
EL-ELLP-1019-244 
EL-ELLP-1020-244 
EL-ELLP-1021-244 
EL-ELLP-1022-244 
EL-ELLP-1023-244 
EL-ELLP-1024-244 
EL-ELLP-1025-244 
EL-ELLP-1026-244 
EL-ELLP-1030-244 
EL-ELLP-1031-244 
EL-ELLP-1032-244 
EL-ELLP-1033-244 
EL-ELLP-1034-244 
EL-ELLP-1035-244 
EL-ELLP-1036-244 
EL-ELLP-1037-244 
EL-ELLP-1038-244 
EL-ELLP-1039-244 
EL-ELLP-1040-244 
EL-ELLP-1041-244 
EL-ELLP-1042-244 
EL-ELLP-1043-244 
EL-ELLP-1044-244 
EL-ELLP-1045-244 

EL-ELLP-1046-244 
EL-ELLP-1047-244 
EL-ELLP-1066-244 
EL-ELLP-1067-244 
EL-ELLP-1068-244 
EL-ELLP-1072-244 
EL-ELLP-1073-244 
EL-ELLP-1074-244 
EL-ELLP-1075-244 
EL-ELLP-1076-244 
EL-ELLP-1077-244 
EL-ELLP-1078-244 
EL-ELLP-1079-244 
EL-ELLP-1080-244 
EL-ELLP-1081-244 
EL-ELLP-1082-244 
EL-ELLP-1083-244 
EL-ELLP-1084-244 
EL-ELLP-1085-244 
EL-ELLP-1086-244 
EL-ELLP-1087-244 
EL-ELLP-1088-244 
EL-ELLP-1089-244 
EL-ELLP-1090-244 
EL-ELLP-1091-244 
EL-ELLP-1092-244 
EL-ELLP-1096-244 
EL-ELLP-1097-244 
EL-ELLP-1098-244 
EL-ELLP-1099-244 
EL-ELLP-1100-244 
EL-ELLP-1101-244 
EL-ELLP-1102-244 
EL-ELLP-1103-244 
EL-ELLP-1104-244 
EL-ELLP-1105-244 
EL-ELLP-1106-244 
EL-ELLP-1107-244 
EL-ELLP-1108-244 
EL-ELLP-1109-244 
EL-ELLP-1110-244 
EL-ELLP-1111-244 
EL-ELLP-1112-244 

EL-ELLP-1113-244 
EL-ELLP-1500-244 
EL-ELLP-1501-244 
EL-ELLP-1502-244 
EL-ELLP-1503-244 
EL-ELLP-1504-244 
EL-ELLP-1505-244 
EL-ELLP-1506-244 
EL-ELLP-1507-244 
EL-ELLP-1508-244 
EL-ELLP-1509-244 
EL-ELLP-1510-244 
EL-ELLP-1511-244 
EL-ELLP-1512-244 
EL-ELLP-1513-244 
EL-ELLP-1514-244 
EL-ELLP-1515-244 
EL-ELLP-1516-244 
EL-ELLP-1517-244 
EL-ELLP-1518-244 
EL-ELLP-1519-244 
EL-ELLP-1520-244 
EL-ELLP-1521-244 
EL-ELLP-1522-244 
EL-ELLP-1523-244 
EL-ELLP-1524-244 
EL-ELLP-1525-244 
EL-ELLP-1526-244 
EL-ELLP-1527-244 
EL-ELLP-1528-244 
EL-ELLP-1529-244 
EL-ELLP-1530-244 
EL-ELLP-1531-244 
EL-ELLP-1532-244 
EL-ELLP-1533-244 
EL-ELLP-1534-244 
EL-ELLP-1535-244 
EL-ELLP-1536-244 
EL-ELLP-1537-244 
EL-ELLP-1538-244 
EL-ELLP-1539-244 
EL-ELLP-1540-244 
EL-ELLP-1541-244 

EL-ELLP-1542-244 
EL-ELLP-1543-244 
EL-ELLP-1544-244 
EL-ELLP-1545-244 
EL-ELLP-1546-244 
EL-ELLP-1547-244 
EL-ELLP-1548-244 
EL-ELLP-1549-244 
EL-ELLP-1550-244 
EL-ELLP-1551-244 
EL-ELLP-1552-244 
EL-ELLP-1553-244 
EL-ELLP-1554-244 
EL-ELLP-1555-244 
EL-ELLP-1556-244 
EL-ELLP-1557-244 
EL-ELLP-1558-244 
EL-ELLP-1559-244 
EL-ELLP-1560-244 
EL-ELLP-1561-244 
EL-ELLP-1562-244 
EL-ELLP-1563-244 
EL-ELLP-1564-244 
EL-ELLP-1565-244 
EL-ELLP-1566-244 
EL-ELLP-1567-244 
EL-ELLP-1568-244 
EL-ELLP-1569-244 
EL-ELLP-1570-244 
EL-ELLP-1571-244 
EL-ELLP-1572-244 
EL-ELLP-1573-244 
EL-ELLP-1574-244 
EL-ELLP-1575-244 
EL-ELLP-1576-244 
EL-ELLP-1577-244 
EL-ELLP-1578-244 
EL-ELLP-1579-244 
EL-ELLP-1580-244 
EL-ELLP-1581-244 
EL-ELLP-1582-244 
EL-ELLP-1583-244 
EL-ELLP-1584-244 

EL-ELLP-1585-244 
EL-ELLP-1586-244 
EL-ELLP-1587-244 
EL-ELLP-1588-244 
EL-ELLP-1589-244 
EL-ELLP-1590-244 
EL-ELLP-1591-244 
EL-ELLP-1592-244 
EL-ELLP-1593-244 
EL-ELLP-1594-244 
EL-ELLP-1595-244 
EL-ELLP-1800-244 
EL-ELLP-1801-244 
EL-ELLP-1802-244 
EL-ELLP-1803-244 
EL-ELLP-1804-244 
EL-ELLP-1805-244 
EL-ELLP-1806-244 
EL-ELLP-1807-244 
EL-ELLP-1808-244 
EL-ELLP-1809-244 
EL-ELLP-1810-244 
EL-ELLP-1811-244 
EL-ELLP-1812-244 
EL-ELLP-1813-244 
EL-ELLP-1814-244 
EL-ELLP-1815-244 
EL-ELLP-1816-244 
EL-ELLP-1817-244 
EL-ELLP-1818-244 
EL-ELLP-1819-244 
EL-ELLP-1820-244 
EL-ELLP-1821-244 
EL-ELLP-1822-244 
EL-ELLP-1823-244 
EL-ELLP-1900-244 
EL-ELLP-1901-244 
EL-ELLP-1902-244 
EL-ELLP-1903-244 
EL-ELLP-1904-244 
EL-ELLP-1905-244 
EL-ELLP-1906-244 
EL-ELLP-1907-244 

EL-ELLP-1908-244 
EL-ELLP-1909-244 
EL-ELLP-1910-244 
EL-ELLP-1911-244 
EL-ELLP-1912-244 
EL-ELLP-1913-244 
EL-ELLP-1914-244 
EL-ELLP-1915-244 
EL-ELLP-1916-244 
EL-ELLP-1917-244 
EL-ELLP-1918-244 
EL-ELLP-1919-244 
EL-ELLP-1920-244 
EL-ELLP-1921-244 
EL-ELLP-1922-244 
EL-ELLP-1923-244 
EL-ELLP-1924-244 
EL-ELLP-1925-244 
EL-ELLP-1926-244 
EL-ELLP-1927-244 
EL-ELLP-1928-244 
EL-ELLP-1929-244 
EL-ELLP-1930-244 
EL-ELLP-1931-244 
EL-ELLP-1932-244 
EL-ELLP-1933-244 
EL-ELLP-1934-244 
EL-ELLP-1935-244 
EL-ELLP-1936-244 
EL-ELLP-1937-244 
EL-ELLP-1938-244 
EL-ELLP-1939-244 
EL-ELLP-1940-244 
EL-ELLP-1941-244 
EL-ELLP-1942-244 
EL-ELLP-1943-244 
EL-ELLP-1944-244 
EL-ELLP-1945-244 
EL-ELLP-1946-244 
EL-ELLP-1947-244 
 

 

 

 

IMPORTANT: 

• The above are maximum quantities calculated based on the inrush current and provided as a guide only.  

• DO NOT exceed the maximum rated continuous current of the circuit breaker. 

• Information about the tripping characteristics of a specific circuit breaker must be requested from the circuit breaker manufacturer! 

• Actual values may differ depending on the specific circuit breaker type(s) used and the installation environment such as the cable 

size, length, safety buffer, etc. 
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Luminaire Family: ELLE  

Sub-families: Suspended Opal 
Suspended Delta 
Suspended Beta-Opti 

Applicable Model Range: 

EL-ELLP-1027-244 
EL-ELLP-1028-244 
EL-ELLP-1029-244 
EL-ELLP-1824-244 
EL-ELLP-1825-244 
EL-ELLP-1826-244 
EL-ELLP-1827-244 
EL-ELLP-1828-244 
EL-ELLP-1829-244 
EL-ELLP-1830-244 

EL-ELLP-1831-244 
EL-ELLP-1832-244 
EL-ELLP-1833-244 
EL-ELLP-1834-244 
EL-ELLP-1835-244 
EL-ELLP-1836-244 
EL-ELLP-1837-244 
EL-ELLP-1838-244 
EL-ELLP-1839-244 
EL-ELLP-1840-244 

EL-ELLP-1841-244 
EL-ELLP-1842-244 
EL-ELLP-1843-244 
EL-ELLP-1844-244 
EL-ELLP-1845-244 
EL-ELLP-1846-244 
EL-ELLP-1847-244 
 
 

 

 

 

IMPORTANT: 

• The above are maximum quantities calculated based on the inrush current and provided as a guide only.  

• DO NOT exceed the maximum rated continuous current of the circuit breaker. 

• Information about the tripping characteristics of a specific circuit breaker must be requested from the circuit breaker manufacturer! 

• Actual values may differ depending on the specific circuit breaker type(s) used and the installation environment such as the cable 

size, length, safety buffer, etc. 
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Luminaire Family: ELLE  

Sub-families: Suspended Opal 
Suspended Delta 
Suspended Beta-Opti 

Applicable Model Range: 

EL-ELLP-1093-244 
EL-ELLP-1094-244 
EL-ELLP-1095-244 
 
 

 

 

 

IMPORTANT: 

• The above are maximum quantities calculated based on the inrush current and provided as a guide only.  

• DO NOT exceed the maximum rated continuous current of the circuit breaker. 

• Information about the tripping characteristics of a specific circuit breaker must be requested from the circuit breaker manufacturer! 

• Actual values may differ depending on the specific circuit breaker type(s) used and the installation environment such as the cable 

size, length, safety buffer, etc. 
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Luminaire Family: ELLE  

Sub-families: Suspended Opal 
Suspended Delta 
Suspended Beta-Opti 

Applicable Model Range: 

EL-ELLP-1069-244 
EL-ELLP-1070-244 
EL-ELLP-1071-244 
 
 

 

 

 

IMPORTANT: 

• The above are maximum quantities calculated based on the inrush current and provided as a guide only.  

• DO NOT exceed the maximum rated continuous current of the circuit breaker. 

• Information about the tripping characteristics of a specific circuit breaker must be requested from the circuit breaker manufacturer! 

• Actual values may differ depending on the specific circuit breaker type(s) used and the installation environment such as the cable 

size, length, safety buffer, etc. 

 

 

 

 

 


