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The light source shall only be replaced by the
manufacturer or their designated person.

STANDARD

www.eaglelighting.com.au

It is appropriate that this information is passed on to the users of the installation.

L
N

L
N

DA+
DA-

Insert ELLE SUSP BRACKET INCL WIRE 
LOCK into slot/s within the rear of the 
aluminium profile. Insert brackets 
diagonally from each other as shown.

Wire 
Suspension

3-core or 5-core Clear Flex
comes attached to the
Single and Start Elle
Suspended modules only.

Terminate flex to mains and 
DALI line.

Insert wire into the top of suspension 
barrel and push thru until desired 
suspension length is achieved. Trim 
any excess wire.

STEP 1

STEP 2

ELLE Suspended
Installation Instructions

SINGLE (STANDALONE) VERSIONS:
IMPORTANT:  Only Steps 1 and 2 are needed for Single (Standalone) installations. 
For Continuous installations Steps 1-6 are required to be followed!
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The light source shall only be replaced by the
manufacturer or their designated person.

STANDARD

www.eaglelighting.com.au

It is appropriate that this information is passed on to the users of the installation.
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Diffuser/Louvre needs to be removed to gain access to the 
internal fixing screw to fix modules together.





ELLE Suspended
Installation Instructions

IMPORTANT: Steps 3  - 6 below are  only applicable  to Continuous installations!

STEP 3

STEP 4
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Installation Instructions

The light source shall only be replaced by the
manufacturer or their designated person.

www.eaglelighting.com.au

It is appropriate that this information is passed on to the users of the installation.

ELLE Suspended

STEP 5

STEP 6

Re-attach Diffuser/Louvre





Join Line

Insert/Position ELLE SUSP BRACKET INCL WIRE LOCK into 
slot/s within the rear of the aluminium profile at the join 
line as shown for continuous installation only.
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